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Thermal and acoustic material. Made by sinthetic fibres, bonded by 
thermoplastic binder, available in different colour black, white and 
green. Atoxic material, non irritant, 100% recyclable.  
 
Sound proofing material, for flat and moulded part, interior and engine 
compartment. Suitable for sound absorption, in the Automotive 
Industry, Train Industry, Household appliances, Building and 
construction. 
 
Upon request, is available with technical fabric, microperforated and 
flat aluminum foil esthetic fabric in various colour, Black PU Foil, self 
adhesive in one or two side. 
 
From 10 to 100 Kg/m3 

 
From 5 to 120 mm  
 
33 micron medium 
 
UNI 7745: 0,0359 W/m K – Density Kg 40 M3 – th. 20 mm  
UNI 7745: 0,0369 W/m K – Density Kg 40 M3 – th. 40 mm 
 
From -40°C to +120°C (Material plain) 
 
ACUPOL/ACUPOL ALU: F1Class in according to NF-F-16-101 
standard. 
 

Description: 
 
 
 

Application: 
 
 
 
 

Finishing: 
 
 
 

Density: 
 

Thickness: 
 

Fibers diameter: 
 

Thermal conductibility: 
 
 

Working temperature: 
 

Smoke resistance: 
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Standard:  EUROCLASS-UNI EN 13501   
Material  Density Thickness Class 
ACUPOL  Kg 50 m3 40 mm  B-s1, d0
 

Standard:  UNI 8457, UNI9176, UNI CEI 11170.3  Celling 
Material  Density Thickness Class  
ACUPOL ALU PE Kg 40 m3 10 mm  1A 
ACUPOL PA  Kg 40 m3 30 mm  1B 
ACUPOL PA  Kg 40 m3 40 mm  1A 
 
 
Standard:  EUROCLASS-CEN/TS 45545-2:9    
Material  Density Thickness Class 
ACUPOL ALU PE Kg 40 m3 20 mm   
 
 

Standard:  NF P 92-501 – NF P 92-504 
Material  Density Thickness Class 
ACUPOL ALU PE Kg 60 m3 10 mm  M1 
ACUPOL LL  Kg 60 m3 30 mm  M1 
 
 Standard:  DIN 5510-2:2009  
Material  Density Thickness Class 
ACUPOL PE  Kg 40 m3 10 mm  S4-SR2-ST2 
ACUPOL PE  Kg 40 m3 40 mm  S3-SR2-ST2

Standard:  ISO 9772 –UL 94  
Material  Density Thickness Class 
ACUPOL   Kg 50 m3 20 mm  UL 94 HBF 
 
 

Standard:  UNI 8457, UNI9176, UNI CEI 11170.3  Wall 
Material  Density Thickness Class 
ACUPOL ALU PE Kg 40 m3 10 mm  1A 
ACUPOL PA  Kg 40 m3 30 mm  1A 
ACUPOL PA  Kg 40 m3 40 mm  1A 
 
 

FIRE 
RESISTANCE 

 

SOUND ABSORPTION TESTING 
 


